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SMMARY

The preliminary selection of a propeller bn the basis of crulsing
and teke-off performance for application to transport airplanes at flight
Mach numbers up to 0.8 can be accomplished by the use of the charts and
methods presented. The charts are of sufficient scope to permit a fairly
repid eveluastion of the propeller performesnce for engine power ratings
of 1,000 to 10,000 horsepower. The method 1s presented primarily in the
Interest of propeller-noise abstement.

INTRODUCTION

Increasing engine power ratings, together with expanding airport
operations and greater concentrations of people near airports, have led
to serlous complaints in regard to airplane noise. Inasmuch as the air-
plane propeller 1s a major offender as a producer of high noise levels,

a general study of the propeller-noise problem has been undertaken by

the National Advisory Committee for Aeronautics. The initial phase of
this study concerned quilet propeller operation for the light personal-
owner alrplane and the results have been presented in references 1 and 2.
The propeller-noise investigation has now been extended to include trans-
port alrplanes having engines with power ratings of 1,000 to 10,000 horse-
POVWETr .

Reference 3 presents methods and charts for estimating propeller
nolse, and indicates the factors which govern the intensity of the noise.
The present paper 1s concerned with the performance of propellers
selected on the basis of qulet operation. This peper and reference 3
are intended to be used in conjunction with each other. Presented herein
are charts by means of which the performance of various propeller con-
figurations at crulsing and take-off conditions can be quickly analyzed.

It is presupposed that the preliminary alrplane design has pro-
gressed to the point where the crulsing velocity, altitude, and engine
power ratings have been determined. It 1s also presumed that the airplane
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welght, the velocity required for take-off, and the 1ift-drag ratio of
the airplane for teke-off have been established. With these factors
known, the propeller analysis can proceed along the lines suggested in
the paper.

SYMBOLS
AF activity factor per blade
B number of blades
b blade width (chord), ft
Cy, alrplane 1lift coefficient
Cp power coefficient, P/pnBD5
CPX = %?
Crp thrust coefficient, Iygn2D4
cg section drag coefficient
cy section 1ift coefficilent
czd design sectlon 1ift cdefficient
D propeller dlameter, ft; drag, 1b
E. rotational energy per unit time in slipstream, ft-lb/sec
h blaede sectilon maximum thickness, ft
J advance ratio, V/nD
Kg coefflcient for take-off run
L alrplane 1lift, 1b

M flight Mach number



NACA TN 2966

Mg rotational tip Mach number

N propeller rotational speed, rpm
n propeller rotationsl speed, rps

P power, ft-1b/sec

Pcv power coefficlent, P/pVBD2

R propeller tip radius, ft

r radius to a blade element, ft

5 wing area, sq ft

8 take-off distance, ft

T thrust, 1b

To static thrust, 1b

Ty net static thrust, 1b

v velocity of advance, ft/sec or mph
W airplane welight, 1b

X power-coefficlent adjustment factor
X fractlon of propeller tip radius,
n efficiency, JCp/Cp or TV/P

Mg, efficiency of ideal actuator disk
ni' basic induced efficiency

Ny induced efficilency

5 profile efficiency

K ground friction coefficient

r/R
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o alr density, slugs/cu Tt
g propeller-element solidity, Bb/nDx
gcy propeller-element load coeffilcilent
Subscripts:
O.7R at 0.7-radius station
D profile drdg
i Induced
t take-off
DISCUSSION

The selection of propellers from performance considerations is &
twofold problem. First of all, a reasonable crulsing efficlency must
be maintained. Secondly, the taeke-off run must remain within the limi-
tations of practical airport runways. The selection of a propeller to
meet both conditions usually involves consideration of a number of pro-
pellers in order to arrive at = suitable compromise. A series of pro-
peller charts covering ranges of parameters sultable for qulet operation
1s presented herein and should give falrly rapid estimates of sulteble
propeller dlmensions and the assoclated performance.

The discusslon beglins with a presentation of charts which are used
in selecting propellers for the cruising condition. Then follows a
consideration of the factors affecting the take-off run. To complete
the discussion, charts for obtailning the thrust for calculating the
take-off run are presented.

Performance in Cruising Condition

The selection of a propeller to satisfy the requirements of the
crulsing condition is accomplished through the use of four charts. Fig-
ure 1 is a composite plot, conveniently arranged to show the Interrela-
tionshlp of the major propeller design veriables, which gives the basic
induced efficiency ni‘. (The construction of this chart 1s explained

in appendix A.) Figure 2 is an adjustment chart to account for various
numbers of propeller blades. Figure 3 1s an adjustment chart to be used
when needed to accommodate dual-rotating propellers. Figure 4 gives the
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profile efflciency, and thus accounts for blade profile drag. The over-
all efficiency is slmply the product of the induced efficiency and the
profile efficiency.

The procedure for using figure 1 1s indlicated by the arrows In the
figure. The example shown involves a 3,800-horsepower engine for opera-
tion at an altitude of 25,000 feet with 400 miles per hour as the air-
plane cruising velocity (M = 0.54). The propeller is to be operated st
a relatively low tip speed (say 70O feet per second) in an effort to
obtain a low propeller-noise level. The combination of slrplane forward
speed (587 feet per second) and the tip speed just cited gives an advance
ratio V/nD of 2.64k. The arrows in figure 1 show that a trial diameter
of 16 feet leads to a total activity factor of sbout 600. The basic
Induced efficiency 1s about 91 percent.

In working the problem In figure 1, the assumption has been made
that the approximate required engine horsepower has been established.
By a trlal-snd-error process, however, the application of the results
in figure 1 could be extended to the problem of estimating the reguired
engine horsepower, provided that the drag horsepower (airplane velocity
multiplied by airplane drag) has been established.

Choice of number of blades and associated adjustment factor.- The
basic induced efficlency of the propeller 1s subject to an adjustment
which i1s dependent on the advance ratic, the total activity factor, and
the number of blades, as shown in figure 2. The choice of the number
of blades would ordinerily be governed by the obvious desirability of
using blades of standard deslgn that are available from the varlous pro-
peller manufacturers. Such blades generally have activity factors
verying from ebout 80 to -approximately 150. A simple division of the
total activity factor obtained from flgure 1 by various numbers of blades
gives required blade activity factors for the cruising condition.

The actlvlity factor as obtalned from figure 1 need not be exactly
matched. The curves of figure 1 for total activity factor are based on
propellers of optimum load distribution having the 11ft coefficlent at
the 0.7R station equal to 0.5. Thils is a desirable value, at least for
flight Mach numbers up to about 0.8, but actually this 1lift coefficient
can vary from sbout 0.4t to about 0.6 without undue harm to the propeller
efficiency. Inasmuch as the Induced efficlency 1s in reality a function
of the product of the total actlvity factor and the operating 1lift coef-
ficient, it 1is sufficient to match the total activity factor from fig-
ure 1 within approximately 20 percent.

The total activity factor for the example indlcated by the arrows
in figure 1 is about 600. The propeller configuration might consist of
four blades having an activity factor of 150 each, for which figure 2
glves an adjustment value Ani = -0.018, or it might consist of six blades
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having an activity factor of 100 each, for which &my = 0. A cholce of

eight blades having an activity factor of 75 each would result in a pos-
itive Any adjustment but might lead to structurally undesirable blades.

In any event, the adjusted induced efflciency is given by
Ny =Nyl o+ ANy

Thus, in the example, the induced efficilency of the four-blade propeller
is 0.892, and that of the six-blade propeller is 0.91.

AdJustment for dual rotation.- An examination of the lower right-
hend corner of figure 1 shows that rather low values of ni' are obtained

at the higher values of V/nD and total activity factor. Flgure 3 is
a plot of the gquantity EI/P agalnst J at verious coanstant values of

total activity factor end blade number. This quantity 1s the fractional
energy loss due to rotation of the slipstream. BExperience has shown that
about 60 percent of this loss is recoverable through the use of dual-
rotating propellers. Thus, the adjusted induced efficiency for a dual-
rotating propeller is

_ ' Er
Ny =Nyl AN+ 0.6 =

In the example of figure 1 a six-blade dual-rotating propeller would
have an over-all induced -efficlency of 0.946 as compared with 0.910 for
the six-blade single-rotating propeller.

The results of reference 3 show that a dual-rotating propeller is
noilsier than a single-rotating propeller at a glven power loading, pro-
peller tip speed, diameter, and number of blades. Thus, for a given
sound-intensity level, the dual-rotating propeller would require a lower
tip speed than would the single-rotating propeller.

Adjustment for propeller blade drag.- Figure 4 is a plot of esti-
mated proflle efficiency as a function of flight Mach number with J =

Bl<

as perameter. The curves correspond to a propeller having a thickness-
ratio distribution as shewn In flgure 5. The approximste over-all pro-
peller efficiency is given by the product ' '

M= T4Tp

for elther single- or dusl-rotating propellers.
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2

For the sample problem indicated by the arrows In figure 1, where
the conditions of the problem resulted in an advance ratic of 2.64 and
a flight Mach number of 0.54, the corresponding velue of N from fig-
ure 4 1s 0.96. Thus the over-all efficiency 17 of the four-blade con-
figuration would be m47M4 = 0.856. The over-agll efficiency of the six-

blade configuration would be 0.874 for single rotation or 0.908 for dual
rotation.

Sumery outline of propeller selection procedure for cruising con-
dition.- The foregoilng discussion mey be summarized by the following
step-by-step procedure:

1. For the given cruising velccity, altitude, and shaft horsepover,
choose g desired velue of rotational tip speed =xnD. Calculate V/nD
from the equation

nD nnD

2. From figure 1, obtaln the basic induced efficilency ni' cand
the totel activity factor for varilous propeller diameters.

3. Select & sultable number of blades for each case and use fig-
ure 2 to obtain the appropriate adjustment Any. Compute ny; from the

equation

1

Ny =Ty 4Ny

k., If dual rotation sppears desirable, obtain the quantity E:/P
from figure 3 and compute 74 from

E
Ny =Ty +Ani+o.6P

5. For the required flight Mach number and the trisl value of V/nD,
obtein n  from figure 4. Compute 17 from the equation

no= ﬂiﬂo
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Performence 1n Take-0Off

Factors governing take-off run.- A dilscusslon of the factors
affecting the take-off run is given In reference 4. It 1s pointed out
that the major factors affecting the take-off run, aside from such fac-
tors as pilot technique, engine power variations, and presence or absence
of wind, are weight of the plane, ground fricticn, eir drag, and veria-
tion of thrust during the take-off run. By assuming & straight-line
varistion of thrust, which will be seen later to be a reasonable assump-
tion, Diehl, in reference k4, obtained a simplified formula for the take-
off run. In the notation of the present paper, the formula is:

K. V.2
g = —8'%
o
W
where
T T
1l _ o
w oW o F

and where K is s function of the ratilo

8

3

< .2
W_ L
o .

T

A plot of Ky agalnst this ratio 1s reproduced from reference b and is
given herein as figure 6.

Evaluation of the take-off run in a calm requires the wvalue of
static thrust and the value of thrust at take-off wveloclty; the other
quantities in the teke-off formuls are presumed to be known. Before
proceeding to methods for estimsting these thrusts, typlcal values of
p and D/L will be cited. Reference 4 gives the value of pu for
hard-surfaced runways as 0.02, which would be typlcal of normal commer-
cial airports, and gilves a range of values of p for other types of
runways. In this reference the suggestion 12 made that the maximum
value of L/D for the airplane can be used with satisfactory accuracy
in calculating the taeke-off run. Now that partially deflected flaps
are commonly used in the teke-off, the use of such a value in making
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the calculatlon does not seem adviseble. The value of L/D at take-off
velocity for modern transport airplanes with flaps partially deflected
is shown by some unpublished NACA dsta to be sbout 8 or 9.

Cherts for determination of thrust for take-off run.- A convenlent
chart for estimating the thrust for the teke-off run is given in fig-
uwre 7. This chart is reproduced from reference 5. TFigure 8 is an aux-
iliary chart (also reproduced from ref. 5) used to account for varia-

tions in sctivity factor. Figure T shows the ratio CT/CPE/3 as a

function of the quantity J/EPl/B with the power coefficient CPX as
paremeter. The quentity CPX is obtalned from

where X 1is a function of total activity factor as shown in figure 8.

In order to obtaln the static thrust Ty it 1is necessary first to
calculate Cp from the formula

Cp = —L
P oo

where P 1s the power 1n foot-pounds per second rather than the horse-
power, and then fto calculsate CPX. This value of CPX is used to obtain

2/3 dJ
C CP for = 0 and the static thrust is given by
T c 1;3

o CT P
CP2/5 nDCPl/5

It should be noted that the power P and propeller rotstional
speed n 1in the sbove equations are likely to be different from the
values used for the cruising condition. The difference between cruising
and take-off engine power and rotational speed depends on the englne
characteristics and on how the engine is operated.
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The thrust at take-off velocity 1s obtained from the same equations
used to obtaln the static thrust except that the ratio CI/6P2/5 is

obtained for the value of J/EP1/5 corresponding to the take-off veloc-
ity. The veloclity for teke-off 1s given by

V2 - 2

Although the propeller data used in preparing filgure 7 were obtained
from the results of tests of a relatively thick propeller having cylin-
drical blade shanks, values of statlic thrust obtalned from figure 7
apply very well to more modern thinner propellers having seirfoil shank
sections, provided that moderately cambered blades (czd = 0.4 to 0.6)

are used. The results in figure 7 do not apply at all well for uncem-
bered blades, but such blades are not suitable for operations involving
the low section speeds necessary to reduce noise.

Take-off is usually accompllshed at a constant value of CPX.

Inasmuch as Jt/gPl/B rerely exceeds a value of about 1.5, an inspec-

tion of the variation of CT/EPE/E with J/CP]'/5 at a constant value

of Cp._ between the limits —3—— = 0 and —S =~ 1.5 (fig. 7) shows
Px CP17 CP173
that the asgssumption of a linear varilatlion of thrust for calcuiating the
teke-off run (ref. 4) gives a reasonably accurate approximation of the
actual veriation of thrust.

Round-shank propeller blades undergo progressively larger drag
losses as the alrspeed is increased. For this reason, the results in
figure 7 glve values of thrust which are from 3 to 5 percent lower than
the thrust of more modern propelier bledes at airspeeds as low as
100 miles per hour. The error becomes even more pronounced at the
higher airspeeds. For this reason, a series of charts has been pre-
pared to show the efficlency of propellers having the thickness distri-
bution of figure 5 for alrspeeds from 100 to 250 miles per hour at
NACA standard sea~level atmospheric conditions. The results for single-
rotating propellers are glven in figures 9 to 14 and the results for
dusl~rotating propellers are given in figures 15 to 18. For teke-off
velocities of 100 miles per hour or greater, these charts can be used
to obtaln closer estimates of the take-off thrust for propellers having
alrfoil shank sections than is given by figure 7. The efficiencies for
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the higher veloclties can be used for calculating initial rates of climb
at sea level. The construction of these charts 1s explained in appen-
dix B.

Summary outline of procedure for estlmating take-off run.- The pro-
cedure for estimating the take-off run can be summarized as follows:

1. For each trial propeller, using take-off horsepower and rota-
tional speed, compute Cp from

P

pn3D5

CP=

2. Use figure 8 to find the quantity X as a function of the total
actlvity factor determined from the preliminary calculetion for the
crulsing condition. Compute CPX from the formula

3. Obtain from figure 7 the value of Cp/Cp2/3 at _iﬁ =0 for
C
P
the given velue of CPX. Using this value, compute the statlc thrust:

T = Cr P
CP2/5 nDCPl/3

4. Compute the quantity Jt/EPl/3, where

v
t
J. = &
T m
The veloclty at take-off is glven by

2 _ oW
Vi = S=—

T o0 8
PPLy
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From figure 7 obtain the value of Crp/C 2/5 that corresponds to the
! T/vP

quantities J./C l/5 and C and use thils value to compute the take-
t/ VP Px’
off thrust:

C
T, = & P
t CP2/5 nDCPl/3

If Vy 1s equal to or greater than 100 miles per hour a more accurate

value of teke-off thrust can be obtained from figures 9 to 18. A value

of 7 1is obtained from the appropriate figure by direct reading or by
interpolation, whereupon

(nP)y
Vi

Tt=

where Vi 1s 1n feet per second.

5. Calculate the guaentity

W - @),

W
Zo .
w u

and obtain Kg from figure 6.

6. Compute the take-off distance from

2
K.V
g = -8'%
I
W
where
L
W W
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CONCLUDING REMARKS

The present paper has been prepared with the ldea of giving a rea-
sonably short procedure for determining the effect of the major propeller
variables on the cruising and take-off performance of propellers. The
procedure consists of a trial-and-error process for arriving at a sult-
able propeller to meet both the cruising and teke-off requirements.
Additional data are given to aid in the estimation of initial rates of

climb.

Lengley Aeronautical Laboratory,
National Advisory Committee for Aeronautics,
Langley Fileld, Va., April 24, 1953.
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APPENDIX A
CONSTRUCTION OF PROPELLER SELECTION CHARTS

References 1 and 6 present propeller selection charts in which the
basic propeller parameters are interrelated 1n such a manner as to facil-
itate the selection of a propeller for a given design condition. For
the purposes of the present paper, it was found convenlent to rearrange
these charts as propeller performence charts, as shown in figure 19.
These charts show the optimum induced efficlency 74 as & function of

CPi-l/5 with (Ocz>0.7R and J as parameters. Also included are lines

of constant P, '1/5. There 1s a separate chart for each blade number
Vi

because ny 1is a function of blade number.

The induced efficlency n4 and the propeller-element load coeffi-
cient <UCZ)O R ere primarily functions of the power due to 1ift Py
rather than the total power P, and there is also some dependency on the
distribution of 11ft along the blades. This latter dependency can be

ignored in many cases with only a small loss in accuracy. For cases
where the propeller operates near pegk efficiency, n; cen be considered

as being dependent on P rather than on P; as a first approximation
with sufficient accuracy for preliminary propeller analyses.

The pearameter CP'l/3 is a convenlent form of the power coeffi-

clent because 1t is directly proportional to the term nD as shown by
the definition

CP'1/3 = nD(é%E>l/3

The term nD has a direct bearing on the propeller-noise problem.

For normal transport-sirplane cruising conditions it 1s desirable
to operate the propeller with CZO = at a value in the nelghborhood of

0.5, the propeller being properly cambered for this 1ift coefficient in
order to ettain a maximum value of section 1lift-drag ratio. The induced
efficlency is shown by the charts of figure 19 to be dependent on the
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product (UCZ)O = Thus, if the required value of (UCZ)O g has been
determined, an arbitrary assignment of a value to c¢ glves the
’ 19 R

required value of 9%.7R by simple division. It can be seen that for
a serles of arbitrarily assigned values of CZO R a corresponding

series of values of 9% .7R results with no change in the Induced effi-

ciency. By keeping the range of 1ift coefficients in the approximate
limits 0.4 to 0.6, there is also very little change in the section 1lift-
drag ratio, and hence the over-all efficiency remains nesrly constant.

Although the solidity 9%.7R is usually used as a measure of total

blade width in theoretical investigations, the propeller industry has
found it convenient to refer to the blade width in terms of activity
factor. Reference 6 gives an approximate conversion factor:

Total activity factor = 2,60060.73

Thus, (GCZ)O R can be expressed in terms of the product

Total activity factor X CZO R

or, if CZO R is glven an arbitrary value of 0.5, then

ac
1
Total activity factor = 2,600 S———ZQAZB = 5,200(Uc2>
0.5 0.7R

This definition of total activity factor was used in constructing fig-
ure 1.

The lower left-hand corner of figure 1 was constructed by plotting
the quantity (DE/E>1/3 against shaft horsepower for constant values

1
of D. The upper left~hand corner is a plot of pl/3<D2/P> /3 at con-
stant vaelues of p, where p 1s expressed in terms of NACA standard

1
density altitude. The upper rilght-hand corner 1s a plot of nD(pDE/ED /5
where nD 1s expressed in terms of the tip rotational speed xnD. The

lower right-hand corner 1s obtained by plotting ni‘ agalinst nD(pDQ/]?)l/5
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with V/nD and @CZ)O - <expressed in terms of total activity fac-

tor with ¢y = O.5> as parameters. Figure 1 is based on a six-blade

0.7R
propeller. The adjustment factors in figure 2 are obtalned by subtracting
ni' for a six-blade propeller from Ty for the same loading and V/nD

for other numbers of blades.

The adjustment factors for dual-rotating propellers are derived
from charts in reference 6 which show En/P in terms of (OCZ>O R’ the

number of blades, and V/nD. Figure 3 was constructed by expressing
(GCZ>O - in terms of total actlvity factor in the manner used for con-

structing figure 1.
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APPENDIX B

CONSTRUCTION OF CHARTS OF PROPELLER EFFICIENCY AND

TTP MACH NUMBER AT SEA LEVEL

The propeller-performance curves in figures 9 to 18 were obtalned

for most of the range by a method similar to that of references 1 and 6.
The present method differs only 1n that the induced losses are obtained
from figure 19, which is merely & rearrangement of the induced-loss
charts of references 1 and 6, and values of the drag loss to correspond
to the thickness distribution of figure 5 are used. The thickness dis-
tribution of figure 5 1s considered to be more nearly typical of the
thickness distribution of propellers currently in use than that of ref-
erences 1 and 6. In particular, the round shanks have been eliminated.

The short method of estimating propeller performance 1s applicable
for a range of CZO = from epproximately 0.15 to 0.8. For operating

conditions not in this range it is necessary to make strip calculations
as in reference 7, or to use experimental data if avallable.

In preparing figures 9 to 18, the element solidity per blade at
the 0.7R station was taken to be 0.045. This value corresponds to an
activity factor of gbout 120.

The varistion with advance ratio of C and C expressed in
TD PD’

terms of 90 .7R> is shownh in figure 20. The distribution of the section
drag coefficlent used in calculating CTD and. CPD is as follows:

Blade station, Sectlon drag

X coefficlent, cg4
0.30 0.010

A5 009

.60 .008

.70 ' 007

.80 .006

.90 .006

.95 .006
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The velues llsted for cg3 are representative of minimum values for the

thickness distribution of figure 5. Under actual operating conditions,
some variations from the values listed are encountered, but these varia-
tlons are not of importance unless the propeller 1s stalled or partially
stalled. Because of these variations, it was consldered to be suffi-
ciently accurate to base the calculations of CTD and CPD on & pro-

peller blade having a rectangular plan form.

As a matter of interest, figures 9 to 1k include curves of N4 for

B = 4. These curves are representative of the upper limit of the effi-
clency (single-rotating propellers) for each operating condition. Values
of N, are given in the legends of figures 15 to 18 to indicate the

upper limit for dual-rotating propellers. -



NACA TN 2966 19

REFERENCES
Crigler, John L., and Jaquis, Robert E.: Propeller-Efficiency Charts
for Light Airplanes. NACA TN 1338, 1947.

Hubbard, Harvey H., and Regler, Arthur A.: Propeller-Loudness Charts
for Light Airplenes. NACA TN 1358, 1947.

. Hubbard, Harvey H.: Propeller-Noise Charts for Transport Airplanes.

NACA TN 2968, 1953.

. Diehl, Walter S.: The Calculation of Take-Off Run. NACA Rep. 450,

1932.

. Uddenberg, R.: A General Propeller Chart Sultable for a Wide Range

of Propellers. Rep. No. D-48L42, Boeing Aircraft Co., May 12, 1943.

. Crigler, John L., and Talkin, Herbert W.: Charts for Determining

Propeller Efficiency. NACA WR L-1hk, 194k, (Formerly NACA
ACR LA129.)

Crigler, John L.: Comparison of Calculated and Experimental Pro-
peller Characteristics for Four-, Six~-, and Eight-Blade Single-
Rotating Propellers. NACA WR L-362, 194k. (Formerly NACA
ACR 4BOL.)



20 NACA TN 2966
| g
w m ,M/ /m 4._m m
Iw i / \ T,ﬁ ju}
) \ o [ 0
N \ \ 4 T \ %iw ©
IE NN / ,_,/ L \., «V e %
I RVASRNAMVIA Ay S AN mi
b ,/ \ ,,,/ &_ | AT w‘ 3 S m | ,m
,.// / _/,,///:/ 0/_ : \JF 4 yd I~ = W u,m__| o -
AN SRR SN S AT
N AN O S U A s = I
NN A S . o] -3 I R, vy
S BEAERGS NN cnaaunm R
/.q /, NM// S/f.W//IV..,/ F. Vf //A‘ — o mﬁ
N 2 TSNS SE .
_ 8 /// J/J.V/I/J/JIVJ/[H// ..m B
: R TRESEL 8¢
g 8 * ¥ 3% 8§ % B & = @ mm .
ﬁ-WIM,IA |Wrw. . a
= & |& [} b -~ a.m
BNNTNY e
RN NN 2
S 3
N
NV NN 3
N y T A
SO NS _
r,,/,/ / B L///‘ e —
AL N = fwl-/[/ o
S e 9
J 2 i S e s s S
AN I s
il 2 i e e
: P ¢ 0§ 8 & § ¢ :

19M0desIoy 1jous



2
i
H
BAT) =
1800 \§
.02 1 900 8_ &
Mﬁ""’
e
./
I———_ B =56, Any; = 0]
0
Aﬂi ~::__7:-_‘:—_____‘-
-02 et N e P ] it O A e B(AF) |
- M‘\:‘* — ™ —
\ T ——— ——t -~ h
e SO e e \\\‘1-:;:\_ goo
i —— o oo\ ~
—.0h BN .
\\\
~ 500/
"'006
0 1 2 3 l 5 6 7
Advance ratio, J
Figure 2,- Blade-number adjustment to basic induced efflciency ni' E

for cruising condition.




22 NACA TN 2966

20
B(AF)
.18 1000
/
/
L
/
{ 900
/ 4
.16 . /800
/ /
/
‘ /
p / /// yé 800
. Vi i /
/ / /
/ / /

7/
/ L //
/ i ‘
12 Y v 7 _,600
/ / /
% A

/1 7 4
/ ,/ C;/
/

.10 7 Vv,
Er // 4;/// i// y
P VEE VW ////

/1 /
08 // 1/ /// A
) NV
A
i ////// pd

N
3
N

/
.06 ad Q/// /// // 6
‘ —————38

274V

7
Nellt 5/

W
.02 1 |
0 1 2 3 h 5 6 7

Advance ratio, J

Figure %3.- Fractional energy loss due to glipstream rotation, to be used
in adjusting basic induced efficiency of dusl-rotating prcpellers.



NACA TN 2966 23

1.0
o9 \\\\\\\ \\\\ \\\\\\
\ \ \ J
N\ N
.8 N - 4
£ 3
b T~ 2
8
§ .7
=
o
2 .6
o5
A .5 b .7 .8 9

Flight Mach number, M

Figure L.- Estimated variation of peak profile efficiency with flight
Mach number for various advance ratios.



2l ' NACA TN 2966

.16

12 \

.10 \

Thickness ratio, h/b
&

.06

«02

o .
3 b .5 6 o7 .8 .9 1.0

Blade station, x

Figure 5.- Thickness distribution for representative transport propeller.



4V

NACA TN 2966

Final net thrust

Initial net thrust

1.1

25

1.0

.9

7

0}4

.012

016 .020

.02k ,028 032

Take—off coefficient, Kq

Figure 6.- Coefficient for teke-off run in a calm.

" reference L.

.036

.0Lo

Reproduced from

Ty
Final net thrust Ty ~ T
Initial net thrust T,

—= - K

W



93

Cpl_‘3
l o] 2 q 6 B Tl.O 1.2 ||4 ‘ ||6 [ ’
<]
’» 1 1]
. Gbove Q2 Cry N Cp, below 0.2
'06 I o
08 : e
BN 0= >
o .IS'}\_\\ 2 —————
B 20— ~X
11 I EO i NN
Theoretical maximum [~ N Theoratical maximum
= )
P N NN
T R S x
\\\ \\ \.‘\L\\\ -
~ J -
r\k\ \\;\Q \ \ ‘8\‘\\\ L\ )
e ] T T P
2| | e e L s e . L I e P I -
14 T T T e
— f— el
L NACA .|
[
8 .8 10 L2 14 |B 18 20 °2 24 28 28 20 A2 34

<

P

Figure 7.- Genersl propelier chart for take-~off. Reproduced from
reference 5.

9962 NI VOVN




NACA TN 2966 . 27

24

1.6 L
Dual rotation /

/

i

)
\

Single rotation

.
™

Power-coefficient adjustment factor, X
o
\

. /

7 W_
200 400 600 800 1000 1200 B
Total Activity Factor

Figure 8.- Variation of power-coefficient adjustment factor X with
total actlvity factor. Reproduced from reference 5.



28 ' NACA TN 2966

1.0
Mr
|
g L
/
n My; 3= 4 —
’ L ——— —— == s S i S e
R e e
P T |~
6 u‘//// 53—
/'
T
900 1000 1100 1200 1300 1400 1500 1600 1700 1800 1900
N, rpm
(a) D = 10,0; V = 100 mph.
1.0
M
P
.8
MNy; B= L
. 1 T A O = il i
O i o i e
* 4 - P /"
B = 3 /
L—"]
N . el
’ 700 200 900 1000 1100 1200 1300 1400 1500 1600 1700
N, rpm
(b) D = 12,0; V = 100 mph.
1.0
M
i el
L—"
gd._My; B= 4
I —
- | e - — ol e — b =
) e D oo — =
/’ — /
-8 -1
Mg g S 1 - —
=3 ==
/
—
A f [ |
600 700 200 300 1000 1100 1200 1300 1400 1500 1600
N, rpm

(¢) D= 14,0; V = 100 mph.

Figure 9.~ Propeller efficiency and tip Mach nunber at sea level. Single
rotation; 1,000 horsepower; activity factor, 120 per blade.



NACA TN 2966 29

1.0
[
My B= It — _
ot = — == e e
e e e S e e N U et R L1
:11 6+ |+ 1 Lt _ |
R - —+
¥ ] A //
‘6 BEx=3 MR L1
L
//
/
w1
*"g00 1000 1100 1200 13700 14oo 1500 1600 1700 1800 1900
N, rpm
(4) D = 10,0; Vv = 150 wph.
1.0
e
My; B= bt | 1 L1 _1__ 1 __ | _d="1T__|_
] R e s === = =] —
o ”_-”- L1
n I L
- - i /
. —
/
M =
R
i // .
’ 700 £00 900 1000 1100 1200 1300 1400 1500 1600 1700
N, rpa
(e) D = 12,0; ¥ = 150 mph.
1.0 l =
n —
I-Tl; B = L3 =
//—’——-__—- —_— _—memm el e L—"
2 6—11— — e 1l 1 L
. + —
n il —
/{
Mg 6 L
. =g
Mg //
L] NACA ]
ket L |
600 700 200 900 1000 1100 1200 1300 1400 1500 1600
N, rpm

(f) D= 14,0; V = 150 mph.

Pigure 9.~ Continued.



30 NACA TN 2966

1.0 ’ ‘
- ; B= It —
M —TT | | _ _] I e rofflovmuret Ammnhutt Myt Mo Sl —_;——z‘_-/::_-
P e R RS EE SRR S
n i LT - Mg //
i
/
B=
™ s ’ P
/
]
/
4 ]
900 1000 1100 1200 1300 1400 1500 1600 1700 1800 1900
N, rpm
(g) D = 10,0; V = 200 mph.
1.0
[
Ty; B= U
_ |- [ | L=
6 - e gl il gl —
8 Neral = . ]
B=3 Mg |1
M -
MR ¢ //
L
/
A-“/
P
700 &00 900 1000 1100 1200 1300 1500 1500 1600 1700
N, rpm
(h) D = 12,0; V = 200 mph.
1.0 I | L —
N Beld |1 1L T
6 ——brd— = L
s == Rl el Me | 1|
.8 B=3 — T
7 —
/
Mg ¢ L
L1
/
i “Iﬁﬂ!ﬁﬂ""
n — | | |
6600 700 00 900 1000 1100 1200 1300 1400 1500 1600
N, rpm

(1) D » 14,0; V = 200 mph.

Figure 9.- Continued.



NACA TN 2966

31
1.0 | l
Ny; B= k4 ||
¢ o e e b e 2 et T e
P l‘:j—-— T //
B -‘ 3 //
1 ‘
MR L—"]
ey 1|
—
//
/
1
900 1000 1100 1200 1300 1400 1500 1600 1700 1200 1900
N, rpm
{}) D= 10,0; ¥V = 250 mph.
1.0 l
MNy; Bm i L
e =
—t — /
a8 B=3 [
//
N ™M
R
L1
//
700 %00 900 1000 1100 1200 1300 1400 1500 1600 1700
K, rpm
(x) D= 12.0; V = 250 mph.
1.0 m
TNy; B=
|7 T
Ba3 1~ T _ T [ I—F |
P [l i el i =
/
N s ]
M g ]
L—1
L—"T
] MR
w1 L1
£00 700 200 900 1000 1100 1200 1300 1400 1500 1600

N, rpa
(1) D= 14,0; Vv = 250 mph.

Figure 9.~ Concluded.



%0 | NACA TN 2966

1.0
Mr
P ]
. =
L
K N,; B=h b
1? =T P i __ ——t — —— ] — S T
MR.S _/.————-‘n——-—: /;,:_ f/r ,,_,/__’—— - | . — —
_// — — ‘/-/—_—- /"'—_‘__‘_‘—
8 ’// /‘/ e -
— L.~
67 4] B =3
R 2
700 800 900 1000 1100 1200 1300 1400 1500 1600 1700
N, rpm
(a) D = 12,0; Vv = 100 mph,
1,0
Mp //
//
] — |
. =
n Ny B = L T ol N
My 8’”’/”’::” ‘-;ﬂd A,,¢—”’/ _.”“—~f::i:;::_f::7::::—::"— -
é S| - /
L~ B=3
4 //
" Tg00 700 %00 900 1000 1100 1200 1300 1500 1500 1600
N, rpm
(b) D = 14,0; V = 100 mph,
1.0
Mg |~
/
L]
8 .
ni; B=s U4 S — P
7 T — = e e
8T+ O —— ) [ m— e
Mg 6 6 — - — =
) Be 3 Py
L —/ / —_ !
" ] L
500 600 700 &0 900 2000 1100 1200 1300 1400 1500

N, rpm
(¢) D= 16,0; V = 100 mph.

Figure 10.- Propeller efficiency and tip Mach number at sea level. Single
rotation; 2,000 horsepower; activity factor, 120 per blade.



5V NACA TN 2966 %3
1.0
Mg "
.S—T]i; B= 4 —— == _ﬂi_.=__-__ - S —
p — g s m—— == - —— [
n . 1 P ‘
Mg et T 3 a4
.6
/
| —]
|
R
700 800 900 1000 1100 1200 1300 1400 1500 1600 1700
N, rpa
(d) D = 12,0; ¥ = 150 mph.
1.0
Mg //
g/ 1P Bl B e — g — |
g —— "] | - 7 _ 1 —+ T
el [ — T
6 Rt o
i M ¢ g B=3 L
]
Q
L
Lt
600 700 &00 900 1000 1100 1200 1300 1400 1500 1600
N, rpm
(e} D = 14,0; V = 150 mph.
1.0
Mg
Tiy; B= L I RSN -
& !%:__1_—‘"‘_ —: _—_—__,____..-:——;4-4--—‘
AT '
WL ]
7 J// ==
Mg ¢ B= 3
/
NACA ]
" ] |
“"s00 600 700 #00 900 1000 1100 1200 1300 1hoo 1500
X, rpn

() D = 16,0; V = 150 mph.

Figure 10.~ Continued.



3k NACA TN 2966

1,0
; B U I RS N ey gt T F — 1
g s s LA T o
"7 67 - _ ] o —t //
B e
Mg B= 3
L—
I3 4 MR L1
//
//
R
700 00 900 1000 1100 1200 1300 100 1500 1600 1700
N, rpm
(g) D= 12.0; V = 200 mph.
1.0
| —
/
My BE R AN N S Y N =
D T s s o s s s i I =
) U// 7 — T~ /
W 4 ~ R
M
R p B=3 Mg //
. —
//
4 |
600 700 800 900 1000 1100 1200 1200 1400 1500 1600
N, rpm
(h) D = 14.p; ¥V = 200 mph.
1.0
| ]
| _Mys B= 4 e
6 =TT — T T — -1 — |
.8 b ] ]
07 B= 3 //
Mg -3
Mg | ]
.6
L]
==
i | | !
500 600 700 200 900 1000 1100 1200 1300 1400 1500
N, rpm

(1} D = 16,0; V = 200 nph.

Flgure 10.-~ Continued.



NACA TN 2966 35
ST
N B=ug’———— L e— 4 ——— T — —r = __7—',2‘5
s |l = :;:———"'-_::____ -+ = T T
g i// = = — —
p //
~
MR //
R
//
L
= el
700 200 900 1000 1100 1200 1300 1Loo 1500 1600 1700
N, rpm
(J) D= 12,05 V = 250 mph.
1.0 [ I
L/
T‘i’ Bwl I SR I //
6 T T T T T 4 —
'3 7 +— /)./‘
¢ i —
. B=3 //
/
MR p /
Mg —
/
L
I
* 600 700 200 900 1000 1100 1200 1300 1400 1500 1600
N, rpn
(k) D = 14,0; V = 250 mph.
1.0 I T »
Ny B '4 4 | /
E =+ =~ —
) E i .
. ——
n
Mg |
.6 Mg
//
l l
'4500 600 700 400 900 1000 1100 1200 1300 1400 1500
N, rpm

(1) D = 16.0; V = 250 mph.

Flgure 10.-~ Concluded.



36

NACA TN 2966
1.0
HR L
/
8 L —
T
n [
Mg Ny B= b ,./ =
/}/.4-1- //_q/—{-——ﬂ T
N — 6 B =k
" 600 700 £00 500 1000 1100 1200 1300 1400 ‘1500 1600
N, rpm
(a) D = 14,0; ¥ = 100 mph,
1.0
Mg |-
8 — ]
/
7 ]
Mg 6 Ny; B.= }#—/”‘"L"{j:,,,——:: — =1 g
8 . = I
/ = B3
3 i
/‘/
H 500 250 700 €00 200 1000 1100 1200 1300 1loo 1500
K, rpa
(b) D = 16,05 ¥V = 100 mph,
1.0
Mg 4
/
.8
Nty B= Y Pl =
/{—"'T'::—"”;;?f”:- i
Mr g [ 1 —— T T
] = LT~ = -
/ g e ’
- I NACA - ]
) ul F l= ? J | i
A
500 600 700 %00 900 1000 1100 1200 1300 1400 1500

N, rpm

{(e) D = 18,0; V = 100 mph.

Figure 1ll.- Propeller efficlency and tip Mach number at sea level. Single
rotation; 4,000 horsepower; activity factor, 120 per blade.



NACA TN 2966 37
1,0
. V
L/
g —
. Ny B = E/ T = el B S Sy
" T L F— 7]
. i -
Mg /‘/ ) B=3
/
I
600 700 #00 300 1000 1100 1200 1300 1400 1500 1600
K, rpm
(d) D = 14,0; ¥V = 150 mph.
1.0
) 1
T T B B s e it s
_,-—'1/ '___,.’:/-—"‘ e I | —
N s = | 7]
MR.S / / ///
6 l-!-/ B = 3
Mg
AU - -
500 600 700 800 900 1000 1100 1200 1300 1koo 1500
N, rpm
(e) D= 16,0; ¥V = 150 mph.
1.0
/
el
& ni; B=l |l T |
8::————~::TZT::f::; Tt T
// L/‘r . et — ]
n ¢ b Be3 =
My g =
My L
/ W po——
RS | !
500 600 700 %00 900 1000 1100 1200 1300 1400 1500
N, rpm

(f) D= 18,0; ¥ = 150 mph.

Figure 11.- Continued.



.

38 NACA TN 2966

1,0 M
B
L]
/
P Nys B 'Su e — T
i T ’—________—\\—-——'_‘
€ A ///
T] //
e B3 L
MR 6 u =
/
//
/
a7
600 700 500 900 1000 1100 1200 1300 1loo 1500 1600
N, rpm
(g) D= 14,0; ¥ = 200 mph.
1.0
Mg L
117 B= 4 —
gt S SR
o 6—=——-—-—~ T | e e
/_ Pl — /
g L
e L]
Mp 6 Ba s —
L]
//
RS -
500 600 700 200 900 1000 1100 1200 1300 1400 1500
N, rpm
(h) D = 16,0; V = 200 mph.
1.0 +
Mg r
_n 3; B = L G I B Sy /
g = == —
.8 —6 — S
/ L
A B e 3 -
n " =
Mg
L]
/ |
A ' '
500 600 700 800 900 1000 1100 1200 1300 1400 1500

N, rpm
(1) D= 18,0; V= 200 mph.

Figure 11l.- Continued.



NACA TN 2966 39

1.0
//
Nys Bl | - —
N 5_—6/ I i R e ——:;—
// — T //
n b— =
MRG e |1
* Be 3/
/
¥ —1_] |
" 600 700 &00 900 1000 1100 1200 1200 1400 1500 1600
N, rpm
(J) D= 14%,0; Vv = 250 mph.
1.0
N ]
My B =k e
s % O e s L i —
L — P /
n 1'./‘ /// MR /
Mg A ]
B=3 /
4 // i
500 600 700 &00 900 ° 1000 1100 1200 1300 1h00 1500
N, rpma
(k) D= 16,0; V = 250 mph.
1.0 | =
Ny; B= 4 e N I —
L — = - T =t
s [ - MR
—F
N L % /
Mpg|B = 3 |
/
/ > |
— ‘ﬁ‘ﬂ:’!"
W | | ]
500 600 700 200 900 1000 1100 1200 1300 1koo 1500

N, rpm
(1) D = 18,0; V = 250 mph.

Figure 11.- Concluded.



40 NACA TN 2966

1.0
Mg r
n -
M 6 / ni; Bw=k
///// S g 1 -
// 6 B = Lf‘
.4500 600 700 &00 900 1000 1100 1200 1300 1400 1500
N, rpm
(a) D= 16,0; V = 100 mph.
1.0
MR /
/
.8 -
n ]
/
Mgl My Be bt e ey
A1 L —T | —
% L // ot
= f -
6 ‘ B=3 ‘
n | |
500 600 700 800 900 1000 1100 1200 1700 1400 1500
N, rpm

(b) D = 1%,0; V = 100 mph.

Figure 12.- Propeller efficiency and tip Mach number at sea level. Single
rotation; 6,000vhorsepower; activity factor, 120 per blade.



6V NACA TN 2966 41
1.0
Mg
; T
' My; B4 =
e eesuen sugeny WS PR e
7 = — s —
Mr 3 " /1 ’l/r —t I
L -
- //] i —
B=3
,/1
. - 500 500 700 200 500 1000 1100 1200 1700 1400 1500
N, rpm
(¢) D = 16,0; V = 150 mph.
1.0
MR /
L
.8 Ms; Be b
13 ] = _
e T
n s f~~—%’””, e A
61 Ll-_ —T
MR‘6 / //‘ B \-/}/ T
] .
e SNACA -~ ]
i | ] |
500 600 700 800 900 1000 1100 1200 1300 1Lkoo 1500
N, rpn

(4) D = 18,0; V = 150 mph.

Figure 12.- Continued.



() D = 18,0; V = 200 mph.

Figure 12.~ Continued.

Lo NACA TN 2966
1.0 |-
MR /
MNy; B=
P e
6 I e L —r
" i e P
e
Mg it
.6
/
/
ot 500 600 700 800 900 1000 1100 1200 1300 1400 1500
N, rpm
(e) D = 16,0; ¥ = 200 mph.
1.0
MR/
Ti; B = U 1 =
.8 & — S el
n /B -3 - /
Mg 4 L
N
L] ]
A I L |
500 600 700 200 900 1000 1100 1200 1700 1hoo 1500
N, rpm



NACA TN 2966 43

1.0 My
/
Ty; B = L S M R— —1
P s: ’,;"/ Sy s = o
'S — L]
1 S Zatl
B =

Mg 3/

.6

/
A
500 600 700 200 900 1000 1100 1200 1300 14oo 1500
N, rpm

(g) D= 16,0; V = 250 mph.

1,0 -
| l Mg///
Ty; B= B
*% e e PR S B =
.8 [ -
I .
- L
| =
Mg B=3 L
.6
L ]
=
N S I B
500 600 700 800 900 1000 1100 1200 1300 1400 1500

N, rpa
(h) D = 1%,0; Vv = 250 mph.

Figure 12.- Concluded.



rotation; 8,000 horsepower; activity factor, 120 per blade.

Ll NACA TN 2966
1.0
MR/‘
/
.8
/
~
Mg 6 / Nys B = 4
* 7 T
// g —///‘/ T i
[ B :Il}
.4500 600 700 800 900 1000 1100 1200 1300 11400 1500
N, rpm
(e) D = 18.,0; V = 100 mph.
1,0 /
MR
/
/
.8 e
n
M U NS
"6 Ny BEl f"" I g
=1 77 | A-T1
i P SNACA — ]
L 6/ 8 h 3 | |
* oo 500 600 700 #00 900 1000 1100 1200 1300 1400
N, rpm
(b) D = 20,0; Vv = 100 mph.
Figure 13.- Propeller efficiency and tip Mach number at sea level. Single



NACA TN 2966

L5

Mg
//
Ny; B = & 74_______
e e
5'/ // T A
x =
/ B=3
/
500 600 700 400 900 1000 1100 1200 1300 1400 1500
N, rpn
(a) D= 18,0; V = 150 mph.
/
Ny B b | e e
s = — =
— s L
6 / 4] ) —
Ba3
L
ol L
500 600 700 %00 900 1000 1100 1200 1300 1400
N, rpm

(d4) D = 20,0} ¥ = 150 mph.

Figure 13.- Continued.



L6

NACA TN 2966
1.0
Mr -
/\/
My B=W | |
.8 agffF'—=T‘ e
/ — —1
LT LA
.r] f—
Mg ll-/ B=3
.6
/
/
’4500 600 700 %00 900 1000 1200 1200 1200 1400 1500
N, rpm
(e¢) D = 18,0; V = 200 mph.
1.0
MR /
npBad || |l
.8 8;%;—:: ,;_i/ -
6 /// L~ T
n 1]
B a
MR .6 ]4,/ A 3/‘
// —
a7 LT
400 500 600 700 #00 900 1000 1100 1200 1300 1400
N, rpm

(¢£) D= 20,0; V = 200 mph.

Figure 13.- Continued.



NACA TN 2966 47

.8 5 —
n ~ /
B = 37 =
Ma L
.6
/
/
R
500 600 700 800 900 1000 1100 1200 1300 1400 1500
N, rpm
(g) D = 18,0; V = 250 mph.
1.0
| ]~
MNy; Ba | | =5 —=na
& =F— ’;V/:/ —
-] 6 - I /
- ~
I L~
ksl ~
Mg e
.6 N I
/
/ m
" | E l
L4oo 500 600 700 00 300 1000 1100 1200 1300 1400

N, rpm
(h) D = 20,0; V = 250 mph.

Figure 13.- Concluded.



48 NACA TN 2966

1.0 Ma v=g
] 7
)
Ma 6 L~ My B =k L
T -1 [ _L
/
6| Bwlb
R *
" hoo 500 600 700 800 900 1000 1100 1200 1300 1400
N, rpm

(a) D = 20,0; V = 100 mph.

1.0 My >
- ~
i Bk | e e iy
n e e e
/ ’/
M 6 6/ u// -7
. 2e 3
// _.
" Lo
*" 400 500 600 700 800 900 1000 1100 1200 1300 1400

N, rpm
(b) D= 20.,0; V= 150 mph.

Figure 14 .- Propeller efficiency and tip Mach number at sea level. Single
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(b} Four-blade propellers.
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Figure 19.- Continued.
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(c) Six-blade propellers.

Figure 19.- Continued.
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Figure 19.~ Concluded.
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